VT 1080p HD-TVI
Digital Video Recorder

D4VT, D8VT, D16VT | 4,8 or 16 Channel
1080p @ 15fps / 720 @ 30fps (HD-TVI)
Backwards compatible with all analog cameras

UTCfunction allows for zoom/focus and OSD control
over coax

Video Out: 1 HDMI®, TVGA, 1 CVBS (for Main or Spot)
Networkable DVR with free Speco DDNS server
2-way audio communication

3 year warranty

HD .50 2way f7 P
TUl & AUDIO sgsrcH

EZ Wizards

Also Available
in Wall Mount

4, 8 or 16 Channel

= Scan to learn more
about Speco HD-TVI

- (amera: quickly discovers and installs IP cameras

- Setup: for quick system setup
« Network: network setup and port forwarding

« Record: quickly setup recording resolutions and recording type

EZ Search: quickly search events from thumbnails

EZ Copy: auto copy what you are playing onto a USB flash drive

HD-TVI ZIPKITS Available

‘ ZIPT4B1 ‘ 4 Ch. HD-TVIDVR, 1TB, 1080p / 4 Outdoor IR Bullet Cameras, 3.6mm fixed lens

ZIPT4D1  4Ch.HD-TVI DVR, 118, 1080p /4 Outdoor IR Dome Cameras, 3.6mm f

‘ ZIPT84B2 ‘ 8 Ch. HD-TVIDVR, 218, 1080p / 4 Outdoor IR Bullet Ca

ZIPT8AD2 8 Ch.HD-TVIDVR, 218, 1080p/ 4 Outdoor IR Dome Cameras,36mm e fens

‘ ZIPT88B2 ‘ 8 Ch. HD-TVI DVR, 218, 1080p / 8 Qutdoor IR Bullet Cameras, 3.6mm fixed lens
ZIPT88D2 ‘ 8 Ch. HD-TVI DVR, 218, 1080p / 8 Outdoor IR Dome Cameras, 3.6mm fixed lens

ZIPT88BD2 | 8Ch.HD-TVIDVR, 2TB, 1080p / 4 Outdoor IR Dome Cameras, 3.6mm fixed lens
4 Qutdoor IR Bullet Cameras, 3.6mm fixed lens

as, 3.6mm fixed lens
3.6mm fixed lens

.6mm fixed lens

speco technologies
Surveillance - Audio - Accessories

KEEP
YOUR
COAX

HI) FULLHD
TUl OVER COAX

(lear Digital Zoom
| l

| “n Upgrade your Analog
T“I System to full 1080p
[ | with Speco HD-TVI

\ I
: -~ J:“.'?;;S Upgrade your analog
1] || S - W % system to full 1080p
S using your existing coax
1‘.. s infrastructure with

Speco’s HD-TVI products.
Our HD-TVI cameras offer

a MINI investment

i UL 1 high resolution images
Superior Image Quality for MEGAPIXEI_ wi:th clear digital zoom.
With Speco’s HD-TVI
For more information cameras and DVRs
contact us at: sales@specotech.com you won't have to touch
1.800.645.5516 or specotech.com your wiring system.

030519010382 /

-‘f

j speco fechnologies

specotech.com \ \



HD Common Camera Specifications
'I'“I v Full HD resolution over coax (HD-TVI)

v Supports up to Full HD 1080p @ 30fps
wnn v/ True WDR operation

v Presets: Indoor, Outdoor, Low-Light, Lobby, Elevator (INTT models only)
FULL v Heater circuitry and anti-moisture glass reduce fog or condensation

under any weather condition

v 3-axis for wall and ceiling mounting
"gl{lgm v Full 0SD operation through on-hoard control and UTC (up the coax)

v/ 12VDC & 24VAC dual voltage operation

Standard Analog lmage X THE RESOLUTION ‘ v/ Vandal / tamper resistant
UPGRADE YOUR SURVEILLANCE SYSTEMTOHD | IP67 " vsyearvarany

Intensifier® T HD-TVI 1080p P e o
INT JMP Turret Camera Intensifier® T HD-TVI 1080p 2MP Dome Cameras Intensifier® T HD-TVI 1080p 2MP Bullet Cameras

LB

Heater circuitry &

Heater circuitry & anti-moisture glass

Color by Day, Color anti-moisture glass HTINT591T duce f densati Heater circuitry &
in LOW{i h):without reduce fog or 3.6mm fixed lens, recuceiog rcondenaton, anti-moisture glass HTINT701T
9 . I dark grey housing Superior low-light reduce fog or 3.6mm fixed lens,

LEDs! performance ...... ondensation dark grey housing
. Amp“fy existing Superior low-light Heater circuitry & _ _

: . . performance anti-moisture glass Superior low-light HTINT70T

|Ight Wlth no dlstance [ reduce fog or condensation performance okt W

limitation HTINT601T HT7246T . G —k mrrr]]au 01ris varifocal lens,

3.6mm fixed lens, 2.8-12mm auto iris varifocal lens, ark grey nousing

« Relay output for dark grey housing Superior low-light dark grey housing

motion detection ___performance

Intense IR HD-TVI 1080p Intense IR HD-TVI 1080p 2MP Dome Cameras Intense IR HD-TVI 1080p 2MP Bullet Cameras
In 2MP Turret Camera

Heater circuitry &
anti-moisture glass

. crgg(li];?lsfgg:r: HT5940T H'eater. circuitry & HT7041T
Intense IR function [ ———— Heater circuitry & 2.8-12mm auto iris varifocal lens, ann-moljsturefglass 3.6mm fixed lens,
; ; ti-moisture gl rk grey housin reduce fog or dark grey housin:
IR intensity adapts Intense IR function o "}Z'juﬂffggaﬁ g/ condensation T
1o subject to provide o saturation of mages ; ... Condensation HT5941T : HT7040T
L 3.6mm fixed lens, Intense IR function .
vivid Image HT6041T Intense IR function dark grey housing no saturation of images 2.8-12mm auto iris varifocal lens,
no saturation of images o200 dark grey housing
3.6mm fixed lens, N0 9
dark grey housing
Dome/Turret Optional Accessories Bullet Optional Accessories
. 2 d : 2
m, By @ 2, w1 ;
Pendant Mount ; c:) c:) iy ® @ ' - [
(use with INTWM CvQBD S9PLATE 60PLATE PSw4 PSW5 INTJBS INTCM CvaiBB PSW4 PSW5
59PLATE / Wall Mount Dome Camera Adaptor Plate Adaptor Plate 24VAC 12VDC Square Corner/Pole Bullet Camera 24VAC 12VDC
60PLATE and (use with 59PLATE / Junction Box (Models: (Models: Power Supply Power Supply Junction Box Adaptor Junction Box Power Supply Power Supply
(VUBD) 60PLATE and CVCJBD) (use with 59PLATE / HTINTSO1T, HT7246T, HTINT601T, HT6041T)

60PLATE) HTS940T, HT5941T)



