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IP Cam Video & Audio Input: 4 channels
Screen Split Control: 1, 4
Recording Mode: Manual / schedule / alarm
Search Method: Date / Time / Event
Backup Type: USB
Monitoring: Watchdog
Internal HDD Support: SATA HDD x 2
Operating Temp: Watchdog
Audio in: Back: 3.5mm phone jack
Audio out: Back: 3.5 mm phone jack
Color: Black
Weight: 2KG
Dimensions (W x H x D): 360 (W) x 44(H) x 301(D)

Language: English / Traditional Chinese / Simplified Chinese / Russian /
Italian / Japanese / Czech / France / Germany / Spanish /
Portuguese / Dutch / Slovak / Finnish / Thai / Turkish / Vietnamese / Greek / 
Hungarian / Slovene
Connector: WAN Ethernet: RJ-45 x1, 10/100/1000 Mbps
                        LAN Ethernet: RJ-45 x4, 10/100 Mbps
                         Video Output: HDMI x1 / VGA x1
                         USB 2.0: Front: 2 ports / Back: 1 port
Power Input: DC48V 12V
Power Output: RJ-45 x4, PoE 802.3at
Max. Power Supply: 60W

4 Channel Network Video Recorder

Supports 5 Megapixel IP Camera for each 
channel

Supports HDMI Video Interface

Automatic networking (automatically 
finds and adds cameras to network)

Time-search & event-search

Real-time display & playback

Channel Vision’s latest 4 channel NVR features smart-search & playback,  HDMI video interface and watchdog 
monitoring to ensure that your surveillance system is accurate and reliable. The time & event search feature enabl 
users to locate specific instances and events without the hassle of re-watching all of your recordings. The NVR-04N 
also facilitates the networking process by automatically finding and adding your IP cameras to the network.

NVR-04N

• Intelligent Entertainment  • Infrastructure  • Security Solutions


